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DURA-PATCH

Product # 7027

Concrete Patch and
Anchoring Compound

DURA PATCH Quick Setting Concrete is specially 
formulated concrete designed for use where fast set and 
high strength are desired.  DURA PATCH reaches initial set 
within 5 to 10 minutes.

DIRECTIONS FOR USE:

Preparation: A clean surface is important for good bonding.  
Cleanse surface thoroughly, remove all loose material, dirt, 
grease, etc.  Dampen surface and remove all standing 
water.  To ensure permanent bond use PRECISION DURA 
PATCH Concrete Glue following instructions on container.
Mixing: Mix DURA PATCH with clean water to a trowellable 
consistency (avoid a watery mixture).  Mix only what you can 
use in 10 minutes.

Placing: Apply DURA 
PATCH  f i rm ly  on to  
surface to insure proper 
bond.  Level or shape 
with trowel.   Keep 
patched area damp for 
24 hours.  Under adverse 
weather conditions such 
as high temperatures, 
winds or rain, cover 
patched area with plastic.
DURA PATCH is strong 
enough for foot traffic 
after 2 hours.  Allow 24 
hours for wheeled traffic.

DURA PATCH Concrete Patch and Anchoring Compound is a quick and easy solution to 
a number of problems.  This remarkable formula can be used as a one-part mixture or in 
conjunction with the DURA PATCH Concrete Glue liquid bonder for extra adhesive 
power.  DURA PATCH provides the strength of concrete, the convenience and 
workability of FIX-ALL, the adhesion of epoxy in a quick-drying formula that allows work 
to be finished without excessive inconvenience.  There are literally hundreds of uses for 
DURA PATCH and a some of the most common areas for use can be found at any facility.  
Sidewalks and walkways can become trip hazards from being buckled upwards by tree 
roots and earthquakes.  DURA PATCH can be  applied to the exposed edge of the slab 
and is strong enough to not crack and break like conventional concrete will.  Use DURA 
PATCH to fill pock marks in concrete floors left by truck and forklift traffic.  Repairing 
vertical surfaces is easy with DURA PATCH because the combination of the bonding 
agent and a quick drying time prevent the patch from sliding off the surface.  Use DURA 
PATCH anywhere you would use concrete and cut the drying time from hours to minutes 
and the curing period from days to hours.
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• EASY TO USE - JUST 
  ADD WATER
• FAST SETTING IN 6
  TO 10 MINUTES
• USE WITH OR
  WITHOUT BONDER

INGREDIENTS                CAS NUMBER
NO HAZARDOUS INGREDIENTS N/A
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